L 4

\J IT-25GA370
|

Robot/ Measuring instrument /Audio equipment /Medical instrument
Atuomatic window curtain/ Healthful equipment/ Electronic game
Liquid crystal display screen/ Dryer drying machine/ Toilet paper dispens

Gearmotor Specifications

Gear ratio i 10-21 26-47 159-103|130-227 286-499
Length of gearbox(mm) 19 21 23 25 27
Gear Motor Specifications
Voltage No-load Rated Stall
Rated Speed | Current ] Speed |Current] Torque | Power | Torque ]Curren
VDC r/min A r/min A Kg.cm W Kg.cm A
IT-25GA370-47 12 120 0.05 100 0.2 0.9 0.95 6.5 1.2
IT-25GA370- 12 54 0.05 46 0.2 1.9 0.9 13.5 1.2
IT-25GA370- 12 85 0.1 65 0.4 1.6 1.1 7 1.5
IT-25GA370- 12 22 0.03 18 0.1 2 0.37 11 0.46
IT-25GA370- 12 38 0.1 30 0.5 3.2 1 15 1.5
IT-25GA370- 12 25 0.05 20 0.25 1.8 0.85 15 1.2
IT-25GA370- 12 64 0.2 50 0.6 8 4.2 15 1.5
IT-25GA370- 12 11 0.05 9 0.25 8.5 0.8 15 1.2
IT-25GA370-47 6 130 0.08 100 0.4 6.5 1 6.5 2
IT-25GA370- 6 55 0.08 45 0.4 2 0.95 12.5 2
IT-25GA370- 6 26 0.08 20 0.35 4.5 0.9 15 2
IT-25GA370- 6 16 0.08 12 0.35 7 0.85 15 2
IT-25GA370- 6 12 0.08 10 0.35 8 0.85 15 2

1kg.cm=103gf.cm=9.8N.cm=0.098 N.m=13.890z.in=0.868Lb.in=0.07233Lb.ft
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Depth<3.5

Encoder possible / Internal capacitors or varister

Voltage and speed adjustment by winding change
Modification of shaft configuration (length,flat, hole, knurling, rear shaft etc.)
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